
#20 Breakaway Carrier

The Breakaway Carrier is made
of nylon wheels, body and hook.
The Breakaway Carrier is rec-
ommended for use in the No.
1200 Cubicle Track. The No. 20
Breakaway is recommended for
use in  either the No. 1200 or
1100 Cubicle Track.

www.cubiclecurtainfactory.com

No. 1100:  Suspended Cubicle Track
A general purpose aluminum cubicle track (1 3/8"x 3/4") designed to be suspended in areas
with high ceilings or where obstructions prevent mounting the track directly to the ceiling. The
track is suspended with 1" O.D. aluminum tube attached to the ceiling and track with plastic
Flanges.  12" radius corner bends are standard. Available in white baked enamel finish.

No. 1200:  Ceiling Mounted Cubicle Track
A general purpose aluminum cubicle track (1 3/8" x 3/4") ideal for enclosing patient beds,
shower areas or anywhere personal privacy is required. 12" radius corner bends are standard.
Available in white baked enamel finish.

Cubicle Curtain Track and Carriers

#12 Roller#11 Glide

CUBICLE CURTAIN CARRIERS (all carriers are interchangable with the track found above)
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The No. 11 Glide is made of a
one-piece nylon spool, a tan-
gle-free nylon swivel and a
nickel-plated steel hook. The
No. 11 Glide is recommended
for use in  either the No. 1200
or 1100 Cubicle Track.

The No.12 Roller is made of a
nylon axle, two nylon wheels,
a tangle-free nylon swivel
stern and a nickel-platedsteel
 hook.  The nylon partsare 
extremely durable and will not
 rust or break. The No. 12
Roller is recommended for
use in  either the No. 1200 or
1100 Cubicle Track.
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